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Cumulative Impervious Surface
The existing impervious area at the site is 10.42 acres. The 10.42 acres of impervious on
this site will be removed.     

Total Area Disturbed by Construction - 11.57 acres 

Construction Dates:  September 2016 - April 2017

Party Responsible for Long Term Operation and Maintenance of the Site 
- OWNER:  Port Authority of the City of Bloomington, Contact is Jennifer Desrude
1700 W. 98th St., Bloomington, MN  55431-2501.  
Phone: 952-563-4862  email: jdesrude@bloomingtonmn.gov        
   
Party Responsible for Implementation of the SWPPP 
- CONTRACTOR:  TBD

  
Part IV.E - Inspections
The inspection log will be completed by the CONTRACTOR for the construction site.
Inspections at the site will be completed as follows:
 Once every seven (7) days during active construction and,
 Within 24 hours after a rainfall event greater than 0.5 inches in 24 hours.
 
The individual performing inspections must be trained as required by part IV.E of the
Permit. CONTRACTOR to provide OWNER with proof of training. Inspections must include
stabilized areas, erosion prevention and sediment control BMPs, and infiltration areas.
Corrective actions must be identified and date of correction must be noted as identified in
Section IV.E. of the Permit.

Part IV.G - Final Stabilization 
All areas disturbed by construction will receive seed and mulch or sod according to the
plans and specifications and within the specified vegetative time schedule.  Final
stabilization will occur when the site has a uniform vegetative cover with a density of 70%
over the entire disturbed area. All temporary synthetic erosion prevention and sediment
control BMPs (such as silt fence) must be removed as part of the site final stabilization. All
sediment must be cleaned out of conveyances and temporary sedimentation basins if
applicable. 

Part II.C - Notice of Termination (NOT) must be submitted within 30 days of final
stabilization.

Part III.E - Record Retention
The SWPPP, all changes to it, and inspection and maintenance records must be kept
on-site during construction. The OWNER must retain a copy of the SWPPP along with the
following records for three (3) years after submittal of the Notice of Termination. 
 1. Any other permits required for the project;
 2. Records of all inspection and maintenance conducted during construction;
 3. All permanent operations and maintenance agreements that have been implemented,
including all right of way, contract, covenants and other binding requirements regarding
perpetual maintenance; and
 4. All required calculations for design of the temporary and permanent stormwater
management systems.

Part IV.F - Pollution Prevention Measures
Solid Waste - Solid waste (refer to demolition specification for specific information
regarding disposal of demolition materials), including but not limited to, collected asphalt
and concrete millings, floating debris, paper, plastic, fabric, construction and demolition
debris and other waste must be disposed of properly and must comply with MPCA disposal
requirements. 
 
1.c - Hazardous Materials - Hazardous materials, including but not limited to oil, gasoline,
paint and any hazardous substance must be properly stored including secondary
containments, to prevent spills, leaks or other discharge. Restricted access to storage
areas must be provided to prevent vandalism. Storage and disposal of hazardous waste
must be in compliance with MCPA regulations.

2. Fueling - Fueling location determined by OWNER, A spill kit will be onsite.

3. Washing of Construction Vehicles - External washing of trucks and other construction
vehicles must be limited to a defined area of the site. Runoff must be contained and waste
properly disposed of. No engine degreasing is allowed on site.

CERTIFICATION
In accordance with Part III.A.2.a.i. of the General Permit
Authorization to Discharge Stormwater Associated with
Construction Activity under the NPDES, the preparer of this
document was trained under the University of Minnesota
Erosion and Sediment Control Certification Program. Ms.
Heather Libby’s certification in Design of SWPPP is valid
through May 31, 2017.

EROSION AND SEDIMENT CONTROL PRACTICES

Stabilization/temporary erosion protection (mulch, erosion control blanket, etc) of all exposed soil areas
must be initiated immediately but in no case completed later than 7 days after the construction activity
has ceased this is applicable year round.

Sediment and Erosion control practices must minimize sediment from entering surface waters, including
curb and gutter systems and storm sewer inlets.  The following measures will be taken as sediment
control practices in order to minimize sediments from entering surface waters:
  1. Installation of sediment control practices on all down gradient perimeters prior to land disturbing
activities as shown on Sheet C103 in accordance with details show on C10X
  2. Sediment controls must be placed around temporary soil stockpiles.   
  3. Minimize vehicle tracking by use of the rock construction entrances.  
  4. Street sweeping of tracked sediment when necessary.
  5. Implement appropriate construction phasing, vegetative buffer strips, horizontal slope grading, and
other construction practices that minimize erosion when practical

Maintenance of Sediment and Erosion Control features shall meet Permit Requirements:
  1.  All perimeter control devices must be repaired, replaced, or supplemented when they become
nonfunctional or the sediment reaches one‐half (1/2) of the height of the device. These repairs must be
made by the end of the next business day after discovery, or thereafter as soon as field conditions allow
access.
  2. Temporary and permanent sedimentation basins must be drained and the sediment removed when
the depth of sediment collected in the basin reaches one‐half (1/2) the storage volume. Drainage and
removal must be completed within 72 hours of discovery, or as soon as field conditions allow access
(see Part IV.D.).
  3. All deltas and sediment deposited in surface waters must be removed within seven (7) days of
discovery, unless precluded by legal, regulatory, or physical access constraints, this includes drainage
ways, catch basins, and other drainage systems, and restabilize the areas where sediment removal
results in exposed soil. 
  4. Tracked sediment must be removed from all paved surfaces both on and off site within 24 hours of
discovery.
  5. If offsite accumulation of sediment is present, it must be removed in a manner and at a frequency
sufficient to minimize off‐site impacts (e.g., fugitive sediment in streets could be washed into storm
sewers by the next rain and/or pose a safety hazard to users of public streets).

IMPAIRED WATERS, SPECIAL WATERS, AND WETLANDS
This Project is not located within 1 mile of a special water.
    
This Project is not located within 1 mile of an impaired water:
 
GENERAL SWPPP NOTES:

Part IV.D. - Dewatering is not anticipated to complete this project.  
Part III.C - Temporary Sedimentation Basins, because the project will not have 10 acres draining to one
single point, temporary sedimentation basins are not required. 
Part IV.F.4 - Concrete work is not anticipated to complete this project. 
Part III.A.3 - Training provide training documentation for individuals performing inspections
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NOTES:
1. COLOR - WHITE LEGEND AND BORDER ON GREEN BACKGROUND. ALL SHALL USE DG3

SIGN SHEETING.
2. CORNERS EXTENDING BEYOND THE BORDER SHALL NOT BE TRIMMED.
3. SING PANELS SHALL BE INCIDENTAL TO THE SIGNAL SYSTEM PAY ITEM (SEE SPECIAL

PROVISIONS).

SITE PLANMAST ARM SIGN DETAILS
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